
The truck 
that carries

more

Expect much more from the all-new Ecomet 1214. Designed 
and engineered to carry more rated payload over longer 
distances, the Ecomet 1214 comes with improved interiors 
and heavy duty aggregates that ensures lower maintenance 
cost and higher savings.

 GVW 14600 Kgs
	 9.3T	payload	(19	ft	HSD)
 9 x 20 tyres
 Loading span options of 

19ft / 22ft
	 	Wooden	floor	(WF)	option	
in	19ft	HSD



Your one - stop solution
for vehicle maintenance

Lower maintenance cost
and better turnaround time

Best of extended warranty
and additional service

FSD HSD (With wooden floor option)Cab Chassis

The ecomeT Advantage

PP Powered	by	the	fuel	efficient	‘H’	Series	engine
PP 120	HP	with	392	Nm	torque
PP Higher	axle	capacities	wide	&	spacious	cabin
PP Better	drive	line	with	6	speed	OD	&	60SHO	Drive	head

Applications

PP Market	load	(Rated)
PP Auto parts
PP Interstate	parcel	/	logistics
PP LPG cylinders

Anytime, Anywhere Service
Nationwide	coverage	through	strong	network	of:
PP More	than	264	Dealer	outlets	for	Sales,	Service	and	Parts	support
PP Above	159	Authorised	Service	Centers
PP Ashok Leyland trained mechanics
PP Readily available spare parts - LeyPARTS
PP Leyland	Direct	24	x	7	National	Helpline	Service
PP Mobile service vans

Options

PP VISHVAS	-	Annual	Maintenance	Contract
PP extended	Service	Package	-	2	years/2,00,000	kms
PP Extended Warranty Package - 3 years/3,00,000 kms

The specifications are liable to change due to continuous improvements and are for reference only.  
Do not drill or weld on frame

Specifications
Engine ‘H’	series	4	cylinder	turbo	charged	intercooled

Maximum power 120	HP	@	2400	rpm

Maximum	torque 392	Nm	@	1600		rpm

Clutch
330	mm	Dia	single	plate	dry	type-Hydraulic	
actuation

Gear box Synchromesh	6S	ODGB	with	FGR	8.28:1

Max speed in top gear 95 kmph

Gradeability 21 %

Steering Power steering

Frame All	steel	ladder	type	with	bolted	construction

Front axle I	Section	Reverse	elliot

Rear axle Fully	Floating	60SHO	5.57:1	RAR

Suspension Shackle	ended

Cabin All	Steel	factory	built	tiltable	day	cabin

Brakes Full	air	-	dual	line	S-cam	brakes

Parking brakes Spring	actuated,	Pneumatic	(on	Rear	only)

Battery 12	V-100	AH

Tyres 9.00 x 20 - 16PR

GVW 14600 kgs

Major Dimensions (in mm)
Wheel base 4200 4750
Front overhang 1338
Rear overhang 2125 2470
Overall	length 7663 8558
Overall	width	(Cabin) 2307
Front track 1964
Rear track 1816
Min. ground clearance 232
Turning circle dia 14500 16300
Load body length 19	ft 22	ft
Load body width 7ft	6”	/	7ft	10”(WF) 7ft	6inch

Registered Address
Ashok Leyland Ltd. No.1,	Sardar	Patel	Rd,	Guindy,	Chennai	-	600032	|	Ph	no:	044-2220	6000

Website:	www.ashokleyland.com	|	email:	reachus@ashokleyland.com	|	CIN:	L34101TN1948PLC000105


